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SAM Champion pool tables 
 

Levelling procedure  
 
SAM tables are levelled in a simpler and easier fashion than traditional pool tables.  
The chrome/copper foot is secured to the long bolt by an alan key bolt. This bolt 
screws into the bottom of the leg. It has flats on it to accept a 13mm spanner. 
Adjusting this bolt is what raises and lowers the leg, not spinning the foot.  

 
 

 
On installation the foot assembly should not be screwed right into the leg, or the flats 
will be hidden. Screw in half way and then level the table by spanner. If provided, a 
lock nut should then be tightened against the bottom of the leg to stop movement.  
 
 
 

The advantage of this system is that the table does not need to be raised by hand or trolley or jack, to 
level. So no H & S problems or specialist equipment required. Additionally, a far more precise adjustment 
is possible and potential damage to the leg or flooring is avoided. 
 
 

Slate and Top Frame Assembly 
 
Champion tables do not have hinged top frames. The slate is bolted to the top frame 
by extended bolts that also hold on the cushion retaining plate. This is best achieved 
by placing the slate on top of the cabinet at right angles. The complete slate/top 
frame assembly is then rotated and placed in position. Finally, the assembly is 
secured to the cabinet by strap clamps accessed via the triangle storage area and 
access holes in the base of the table.  

 
Cloth fitting 
 
Follow the Setax fitting guide and valet guides, including baulk and spot marking.  
Do not try to overstretch the cloth.  
 
Canopy location 
 
The recommended height for a canopy above the table bed is 30” to 32”. 
 
 
If any problems are experienced on installation, contact SAM Leisure on 02476 461234 for further advice.  


